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CHALK PAINT 

 

 

DESCRIPTION 

Chalk paint of Mondo bello is a decorative water-based paint that 

creates a mat finish and plenty of decorative effects, dichromate, 

vintage style, shabby chic. Ideal for restoration and decoration of 

wooden furniture, walls or objects made of various materials such 

as wood, glass, iron, marble, plastics, wallpaper, brick, cement etc. 

It is applied on any old surface painted with paint or varnish. For 

better adhesion rub the surface with sandpaper number 180 and 

above. It dries quickly, has great coverage and is available in many 

shades. 

 

   

 

    

 

TECHNICAL CHARACTERISTICS 

Density : 1,49 - 1,55 depending on the shade (ΕΛΟΤ ΕΝ ISO 2811 20oC) 

Viscosity : 7.000 - 9.000 mPas (ASTM D2196-86 25οC) 

Thinning : It is applied with or without dilution with water depending on the 

desired result. 

Coverage : 12 m2/lt per layer 

Drying time : Touch dry after 30minutes and recoat able after 6 hours 

Packaging : 375ml, 750ml 

VOC (Volatile Organic 

Compounds) 

: EU limit value for this product Category A: “l”, Type:WB, Decorative 

effect coatings): 200g/l (2010). This product contains max 79g 

Painting tools : Brush, roller, pistol 

Remove as much paint as possible from the equipment in the container 

and clean it immediately with hot water and soap. 

Conditions of application : Do not apply at temperatures below 10οC and above 35οC. 

Storage : Store at temperatures from 5οC to 40oC. Close the container after every 

use. 
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APPLICATION 

Stir well before use 

Surfaces must be clean, dry and free from foreign objects and substances. 

 

Chalk Paint of Mondo bello is directly applied to the surface of 1 or 2 coats depending on the desired effect. 

No sanding or priming of the surface is required, except on very glossy surfaces. For better adhesion rub the 

surface with sandpaper number 180 and above. 

For dichromate:  Apply two coats of different color. When the surface is dry, locally scrub the final color 

with sandpaper to the points you want so that the previous shade appears and the surface gets an impressive 

vintage or shabby chic look. Apply with wax Mondo bello or water-based CHALK VARNISH of 

TETRALUX for different obsolete results and extra protection. 

 

 

Product for artistic use. 
 

Minimize paint wastage by estimating how much paint you will need. Recover unused paint for reuse. 

Reuse of paint can effectively minimize the products life cycle environmental impact. In case of residual 

paint, keep the container tightly closed after opening and store in dry and cool place out of reach of 

children. In case of unused residual paint, it is required special handling. Therefore it should not be thrown 

away into drains, watercourses or soil. 

 

 

 

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION 

 
Handle with care. Before and during use, observe all safety labels on packaging and paint containers, consult 

TETRALUX Safety Data Sheets and follow all local or national safety regulations. 

 

          

  

 

  


